
TECHNICAL INFORMATION

Please see virginiatile.com for details

MARAZZI  USA
ZELLIGE NEO

COLORS

GLAZED CERAMIC

Made in
USA

StockV2 Slight 
Variation

Tiles

Breaking Strength 120-230 lbs

Chemical Resistance Resistant

DCOF Not Applicable

Deep Scratch Resistance - Unglazed Not Applicable

Frost Resistance Not Applicable

Mohs Hardness - EN101 4-6

Water Absorption <20%

Certifications Not Applicable

Country of Origin Italy

Shade Variation Code v2, v3 and v4

Product Characteristics

WALL FLOOR

Interior Residential •

Interior Commercial •

Interior Heavy Commercial

Exterior Residential/Commercial

** These recommendations are not defined by ANSI Stan-
dards

Application**
SIZE ACTUAL THICKNESS FINISH

4” x 4” Field Tile  3.937” x 3.937” 9.5mm      Glossy

Lana
MRZ ZL07

Turquese
MRZ ZL01

Petrolio
MRZ ZL05

Cielo
MRZ ZL01

Carbone
MRZ ZL12

Bosco
MRZ ZL04

Salvia 
MRZ ZL02

Gesso 
MRZ ZL11

V3 Moderate 
Variation

V4 Substantial 
Variation

Water Absorption:
<20%

Argilla
MRZ ZL08

China
MRZ ZL06


