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RIVERFRONT COLLECTION 
Product Specifications 

Product  
Dimensions 

Overall Thickness 12.0mm 

Width and Length 9-3/8” W x 72" L 

Packaging (Per Carton) 5 Planks 23.44 Sq.Ft.  54.72 Lbs.  

Construction 

Top Layers 
High Definition Decor Film – Embossed in Register (EIR) 

Commercial AC4 Melamine Wear Layer, Ultra-Matte 

Core High Density Water Resistant HDF, Sealed Edge Profile 

Density ~900 kg/m3, ~6% Swell Ratio 

Pad Not Included 

Bevel Pressed V-Bevel 

Installation UniClic (Floating Glueless Angle-Snap / Angle-Angle) 

Under Floor Heating Approved - See installation manual for details 

Warranty Lifetime Residential / 10 Years Light to Medium Commercial 

Test Data 

Static Load NALFA LF 01-2011 / 3.1 Class 4, Heavy Commercial (>8MPa) 

Dimensional Tolerances NALFA LF 01-2011 / 3.8 Length <0.50mm, Width <0.2mm, Thickness <0.5mm, 
Squareness <0.2mm, Straightness <0.3mm 

Openings Between Planks 
Height Difference Between Planks 

NALFA LF 01-2011 / 3.13 
NALFA LF 01-2011 / 3.14 

Class 4, Heavy Commercial (OAVG < 0.15mm / OM < 0.2mm) 
Class 4, Heavy Commercial (HAVG < 0.10mm / HM < 0.15mm) 

Impact Insulation Class (IIC) 
Delta IIC 
Sound Transmission Class (STC 

ASTM E492-09 / ASTM E989-06 
ASTM E2179-03 / ASTM E989-06 
ASTM E90-09 / ASTM E413-16 

IIC = 67 
Delta IIC = 20 
STC = 68 

Fire Resistance (Critical Radiant 
Flux) 
Smoke Density 

ASTM E648 / NFPA 253 
ASTM E662 / NAPA 258 >0.45, Class 1 

<450, Class A 

Wear Resistance NALFA LF 01-2011 / 3.7 Class 4, Heavy Commercial (>6000 cycles) 

Castor Chair Test NALFA LF 01-2011 / 3.9 Class 4, Heavy Commercial (no damage after 35,000 
cycles)  

Surface Bonding NALFA LF 01-2011 / 3.10 Class 4, Heavy Commercial (>1.5 N/mm2) 

Impact Resistance (Big Ball) 
Impact Resistance (Small Ball) 

NALFA LF 01-2011 / 3.5 
NALFA LF 01-2011 / 3.6 

Class 4, Heavy Commercial (no crack or fracture @ 
2000mm) 
Class 4, Heavy Commercial (no crack or fracture @ 
750mm) 

Thickness Swelling 
Surface Swell Test (Assembled 
Joint) 

NALFA LF 01-2011 / 3.2 
NALFA Surface Water Test STM 3-1-2018 Class 4, Heavy Commercial (<12%) 

Grade 1 (No noticeable change after 24 hrs.) 

Slip Resistance ASTM C1028-07 > 0.5 
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PROGRAM  
CERTIFICATION CATEGORY POINTS CRITERIA PRODUCT CONTRIBUTION 

LEED BD+C 
and ID+C v4 

EQ Credit: 
Low-Emitting 
Materials 

1-3 
points 

Option 1. Product has been tested according to 
California Department of Public Health (CDPH) 
Standard Method v1.2-2017 and complies with the 
VOC limits in Table 4-1 of the method. Additionally, 
the range of total VOCs after 114 days (336 hours) 
was measured as specified in the CDPH Standard 
Method v1.2 and is reported (TVOC ranges: 
0.5mg/m3 or less, between 0.5 and 5 mg/m3, or 
5mg/m3 or more). 

Product is FloorScore™ certified 

MR Credit: 
Building 
Product 
Disclosure 
and 
Optimization 
– Material 
Ingredients 

1 point 

Option 1. Material Ingredient Optimization 
International Alternative Compliance Path – REACH 
Optimization (value at 100% of cost or 1 product). 
End use products and materials have fully 
inventoried chemical ingredients to 100 ppm and 
assess each substance against the Authorization List 
– Annex XIV, the Restriction list – Annex XVII and the 
SVHC candidate list, (the version in effect June 
2013) proving that no such substance is included in 
the product. If the product contains no ingredients 
listed on the REACH Authorization, Restriction, and 
Candidate list. 

Product is REACH compliant 

 

WELL SCORECARD 
The WELL Building Standard is founded on the understanding that facets of our environment interact with personal, genetic and behavioral factors to shape 
our overall health and well-being. By compiling leading practices in building design and management and referencing existing standards and best practice 
guidelines set by governmental and professional organizations, WELL works to harmonize and clarify existing thresholds and requirements. 

AIR - Feature 01. Air Quality Standards 
REQUIREMENT CONCEPT SCORE HOW OUR PRODUCTS CONTRIBUTE 

Part 1. Standards for 
Volatile Substances 

The following conditions are met: 
a. Formaldehyde levels less than 27ppb 
(0.027ppm) 
b. Total volatile organic compounds less than 
500ug/ 
m3 (0.5mg/m3) 

PRECONDITION 

a. Formaldehyde emissions are less than 
0.05mg/m3 
b. Total volatile organic compounds less 
than 500ug/m3 (0.5mg/m3) 
c. The product is FloorScore™ certified. 

AIR - Feature 04. VOC Reduction 
REQUIREMENT CONCEPT SCORE HOW OUR PRODUCTS CONTRIBUTE 

Stain Resistance NALFA LF 01-2011 / 3.4 Class 4, Heavy Commercial (< 20 – no more than slight 
effect) 

Light Resistance NALFA LF 01-2019 / 3.3 Compliant (no more than slight effect) 

Chemical Composition   

Ortho-phthalates CPSC-CH-C1001-09.4 None Detected 

VOC’s FloorScore™ Pass California 01350, TVOC <0.50mg/m3 

Substances of Very High Concern REACH None Detected 

Heavy Metals EN 71 Part 3: 2019+A1:2021 None Detected 

Formaldehyde  CARB Phase 2 / TSCA Title VI Compliant (<0.11ppm) 
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Part 3. Flooring 

The VOC emissions of all newly installed flooring must 
meet all limits set by the following, as applicable: 
a. California Department of Public Health (CDPH) 
Standard Method v1. 1-2010. 

PRECONDITION 

Conforms to the CDPH/EHLB Standard 
Method v1. 1-2010 (California Section 
01350). The product is FloorScore™ 
certified. 
 

AIR - Feature 11. Fundamental Material Safety 
REQUIREMENT CONCEPT SCORE HOW OUR PRODUCTS CONTRIBUTE 

Part 1. Asbestos and 
Lead Restriction 

All newly-installed building materials meet the 
following materials composition requirements: 
a. No asbestos. 
b. Not more than 100 ppm (by weight) added 
lead. 

PRECONDITION a. No asbestos. 
b. The product contains less than100 ppm. 

Part 2. Lead Abatement 

For repair, renovation or painting on buildings 
constructed prior to any applicable laws banning 
or restricting lead paint, lead evaluation and 
abatement. 

PRECONDITION The product contains less than 90 ppm. 

Part 3. Asbestos 
Abatement 

To reduce hazards in buildings constructed prior to 
any applicable laws banning or restricting 
asbestos, the following testing evaluation and 
abatement. 

PRECONDITION The product contains less than 90 ppm. 

AIR - Feature 25. Toxic Material Reduction 
REQUIREMENT CONCEPT SCORE HOW OUR PRODUCTS CONTRIBUTE 

Part 2. Flame Retardant 
Limitation 

Halogenated flame retardants are limited in the 
following components to 0.01% (100 ppm) to the 
extent allowable by local code: 
b. Flooring, ceiling tiles and wall coverings. 

OPTIMIZATION The product does not contain 
halogenated flame retardants 

 

Part 3. Phthalate 
(Plasticizers) Limitation 

DEHP, DBP, BBP, DINP, DIDP or DNOP (often found 
in polyvinyl chloride [PVC]) are limited in the 
following components to 0.01% (100 ppm): 
a. Flooring, including resilient and hard surface 
flooring and carpet. 

OPTIMIZATION The product contains less than100ppm. 

Part 5. Urea-
Formaldehyde 
Restriction 

Urea-formaldehyde presence is limited in the 
following components to 100 ppm: 
a. Furniture or any composite wood products. 
b. Laminating adhesives and resins. 

OPTIMIZATION The product contains urea-formaldehyde 
less than 100ppm. 

COMFORT - Feature 74. Exterior Noise Intrusion 

REQUIREMENT  CONCEPT SCORE HOW OUR PRODUCTS CONTRIBUTE TO 
OBTAIN LEED POINTS 

Part 1. Sound Pressure 
Level 

Each regularly occupied space meets the 
following sound pressure level as measured when 
the space and adjacent spaces are unoccupied, 
but within 1 hour of normal business hours: 
a. Average sound pressure level from outside noise 
intrusion does not exceed 50 dBA. 

PRECONDITION 1. The product has IIC = 61 according to 
the standard ASTM E492-09 

COMFORT - Feature 79. Internally Generated Noise 

REQUIREMENT CONCEPT SCORE HOW OUR PRODUCTS CONTRIBUTE TO 
OBTAIN LEED POINTS 

Part 1. Sound Masking 
Limits 

If sound masking systems are used, sound levels fall 
within the following range, when measured from 
the nearest work space: 
a. Open workspaces: 45 - 48 dBA. 
b. Enclosed offices: 40 - 42 dBA 

OPTIMIZATION 

1. The product has IIC = 67 
according to the standard 
ASTM E492-09 

2. The product has STC = 68 
according to the standard 
ASTM E90-09 

 


