T.rl.b'ec.:a Glazed Porcelain n VIRGINIATILE

Virginia Tile Company

TECHNICAL INFORMATION
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V1 Uniform V3 Moderate Stock Recommend offset  DCOF: > 0.42 Frost Resistant ~ Water Absorption: ~ Made in ltaly
Appearance Variation Import pattern <33% <0.2%
(Salt only) (All but Salt)
Salt Talc Quarry
VTC TRSA VTC TRTA VTC TRQU
E
B e
Tusk Levant ~ Hot Spring
VTC TRTU VTC TRLE VTC TRHO

Canyon Clay Chocolate

VTC TRCA VTC TRCL VTC TRCH
Wine Mountain Storm
VTC TRWI VTC TRMO VTC TRST

Performance Characteristics

Breaking Strength >700 N
. . T
Tiles, Mosaic and Trim Chemical Resistance LA - HA
SIZE ACTUAL THICKNESS FINISH DCOF ~042
2" x 18"- Stock 1.89" x 17.716" 95 mm Matte/Natural Deep Scratch Resistance - Unglazed N/A
) Frost Resistance Resistant
4" x 14" Trim Corner 3.93"x13.77" 95 mm Matte/Natural
Mohs Hardness - EN101 N/A
* Not all sizes are available in all colors and finishes. -
Water Absorption <0.2%
. . % o
Appl |Cat|0n Certifications N/A
Country of Origin Italy
WALL FLOOR —
Shade Variation Code V3
Interior Residential . .
Interior Commercial .
Interior Heavy Commercial .
Exterior Residential/Commercial .

** These recommendations are not defined by ANSI Standards

Please see virginiatile.com for details



